KUBOTA AUTOMATIC STARTUP MODUL E
CONNECTION INSTRUCTIONS contRoLs

1 - Connect cables to Kubota generator connector.
2 - For automatic operation: the generator startup switch must be in OFF position

3 - For manual startup: the generator startup switch must be switched to ON position. 6 seconds later the
generator will startup.

4 - Automatic operation:

After connect the modul and transfer switch cables (10, 11) when the transfer gives the order to startup,
short-circuit (10, 11), 6 sec later the generator will startup.

5 - In case that the generator does not work, the modul will try to restartup 4 times the system.
After 4 times if the generator continues does not working, the modul will remain inoperative since contact
10 and 11 will be opened and we restart the system.

6 - Module stops when transfer switch's contacts opens and 120V between L1 and L2 are disconnected..
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KUBOTA AUTOMATIC STARTUP MODUL ‘.n:_
TECHNICAL SPECIFICATIONS conTrore

MCU Microprocessor
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- Connections between transfer switch and generator shall not exceed 5 meters long and with
a suitable cable section according to the motor start intensity.

- The start-up process ends when between L1 and L2 120V are present, the relay R3 operates
between 90V and 130V AC.

- Relays R1 and R2 operation is between 9V and 13V DC and contacts are rated up to 8A.
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